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1.1 SYSTEMS 


Acorn have now ceased production of most of their range of Eurocard 
based rack-mounting systems; however in keeping with our policy 
of continued support, circuitry information for the whole range 
is included in this manual. 

The most recently introduced in this equipment range, the SYSTEM 5, 
is supported by a comprehensive manual, the SYSTEM 5 HANDBOOK, which 
is available from Customer Service (Spares) using the documentation 
ordering procedure described in Section 1 . The SYSTEM 5 HANDBOOK has 
detailed descriptions of the various cards employed, as well as a 
discussion of 6502 machine-code programming and the organisation of 
Acorn Operating Systems. 

There are short technical manuals for most of the Eurocard range 
and these are also available from Customer Service; a price list of 
these may be found in Section 1 of this manual. 

Accompanying this introduction you will find a copy of our original 
sales leaflet on the systems. The information contained in this 
leaflet is not entirely accurate but it has been included in the 
interest of providing you with the most comprehensive information 
available. 







specified when ordering a system. 










ADC conversion rates 12 bit up to 10,000 conversion/sec 
8/10 bit up to 25,000 conversion/sec 
Connections 8 analogue inputs ) -5.12v. 

2 analogue outputs )to+5.11v 













to transfer data between systems. 










BFFF (hex) if required. The dynamic RAM cards can be freely mixed with static The RGB PAL Encoder/UHF Modulator forms an ideal interface between the 

RAM cards and they can be paged if required. Acorn Teletext/Prestel VDU and a colour TV. Connection to the Acorn Teletext/ 

Prestel VDU is by an 8-way ribbon cable, which carries power as well as the signal 
lines. Note that Acorn provide a separate UHF PAL colour board for the Atom, and 
the two boards are not interchangable. 










The Acorn 6809 is provided with a User's Manual which describes how to 
Monitor's commands, and includes programming examples. 























System 5 is only available fully assembled and tested after customers specification 
of the cards to be fitted. 2 MHz 6502 versions of System 5 will be available soon. 





This is a 6K byte interpreter plus an initialised workspace for this famous list 
processing language. The interpreter requires an Acorn Operating System for 
handling keyboard and VDU. 






Assembler, Disassembler, Editor 
American Standard Code for Information Exchange 
Beginners All purpose Symbolic Instruction Code 
Complimentary Metal Oxide Semi-conductor 
Cassette Operating System 
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System 1 

The 6502 processor Eurocard (100 x 160mm) has crystal control, 1 K byte of 
RAM and 512 bytes PROM containing a system monitor. A second Eurocard is 



NOTES 
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! Cambridge Ring, which provides a high 
path between computers, are world lead 
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